F8n PD?@ MultiTrack Field Recorder ECDM®-

(Software Extension File explanation )

By installing the Software Extension File, the following functions will become usable over

Bluetooth® with the F8n Pro.

+ When connected to a smartphone or tablet, the F8n Pro can be operated from a distance
(upto 10 m).

+ When connected to a compatible timecode device, timecode received from it can be writ-
ten to recording files.

Download the Software Extension File from the F8n Pro downloads page on the ZOOM web-
site (zoomcorp.com). Then, follow the instructions in the Software Extension File Installation

Guide to install it.
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Supported timecode device

- To remotely control the F8n Pro with a smartphone or tablet, the dedicated F8 Control app (free) is
necessary. Download it from the App Store or Google Play Store.

- Resetting the F8n Pro settings to their defaults (Factory Reset) will disable the extension. In this
case, install the Software Extension File again.

The F8n Pro has received radio law certification in Japan, the USA, Canada and Europe (EU).

This function may not be used in other countries and regions. Using it in countries where
certification has not been received could result in legal penalties. Please use caution.

ZOOM CORPORATION  4-4-3 Kanda-surugadai, Chiyoda-ku, Tokyo 101-0062 Japan zoomcorp.com

© 2021 ZOOM CORPORATION Copying or reprinting this manual in part or in whole without permission is prohibited. You might need this
manual in the future. Always keep it in a place where you can access it easily. The contents of this manual and the specifications of the
product could be changed without notice.

The Bluetooth® word mark and logo are registered trademarks of Bluetooth SIG, Inc., and these marks are used under license by Zoom
Corporation.

Z21-4504-01


https://zoomcorp.com
https://zoomcorp.com

